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SCALE: 1" = 40' 
BEARING DISTANCE DESCRIPTION 
NOTES: 


Witness A N 1d W 52.6' MCSO "PROTECT NEARBY SURVEY MARKER" sign 1. Field work was performed on 09/25/2018 and 
found 2.2' above grade on the north side of 11" Duke 09/26/2018. 
utility pole #178598 2. Monroe County Surveyor's Field Book 52, 


MONUMENT ACCESSORIES page 42 and Field Book 52, page 43. 











3. Project Name: INDOT Network 2018, Field 
Other survey grade monuments that were located in the vicinity and their relation to the monument. Geodetic work by: RSO & CAR, Drawn by: RSO, 
coordinates in this table are provided in the format Easting, Northing. Reviewed by: RSO, TER & SRB 






(#10167) | S 89d48'37" W 193.33" 3120777.46, 1426817.14 Road nail found flush atthe | 4. The basis of bearings is Grid North 
south quarter corner of Section 35-TO9N-RO1W, NAD83(2011), Indiana West Zone, Epoch 
Bloomington Township 2010.0000, Geoid Model G2012BU7, Datum 
NAD83_NO_TRANS, US Survey Feet, derived 
Real-Time Network (INCORS). Distances 


(#10222) | S75d58'4"W | 210.35 3120766.71, 1426766.78 Rebar with red cap stamped obtained with GPS have not been adjusted to 
"REFERENCE POINT" set 0.2' above grade on the south ground. Coordinate data and witness ties were 
side of the north mid-point of the curb island median of collected with a Javad Triumph LS Network 
Clarizz Blvd. Rover. 
5. Vicinity sketch was compiled per 2014 aerial 
(#10233) S 41d21'46" E 50.72' 3121004.30, 1426779.72 Rebar with red plastic cap photography. 
stamped "REFERENCE POINT" set flush in the grass on | g¢ We collected coordinates on the known 
the north side of sidewalk (in line with the east end of the monument in preparation for an upcoming 
retaining wall located on the south side of the sidewalk) INDOT resurfacing project in the area. Historic 
research has not yet been performed to prove 
(#10236) | N64d39'25"E 63.83 3121028.47, 1426845.10 Rebar with red plastic cap the validity of this monument. 
stamped "REFERENCE POINT" set flush 3" north of the 
back of curb near the south mid-point of the grass strip 
between the driveways to 3425 and 3433 E 3rd Street 


A Monument Description: Road nail found flush 
State Plane Grid Coordinates: Point No.:10167 Northing: 1426817.14', Easting: 3120777.46' 
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